
 

 
 
 

 

Configuration 3CX - version 15 
Basic trunk features 
 

 
   

Item  Specification  Notes 

Protocol  SIP/UDP  SIP over UDP, TCP is not supported 

Standards  RFC2833 
RFC3261  
RFC3264  
RFC3325  
RFC3326  
RFC4566 

 

Methods  ACK, BYE, INVITE, OPTIONS, 
REGISTER 

Only these methods can be used.  

CODECs  g711a, g711u   

DTMF  RFC2833   

Authenticatie  SIP DIGEST  SIP REGISTER with DIGEST 
authentication 

Call Authorization  SIP DIGEST  SIP INVITE with DIGEST 
authorization 

Number format   E164+  All SIP headers sent or received by 
Kwebbl, inclusive Request URI, 
FROM and TO, should be in E164+ 
format.  
For example: +31201234567 

Caller ID   P-Asserted-Identity  CallerID should always be included 
in the P-Asserted-Identity header.  

Anonymous Caller ID   Privacy  Anonymous calls is only possible 
with the Privacy header. Include in 
the header [Privacy : id] for 
anonymous calls.  
Please note that the 
P-Asserted-Identity header should 
contain the CallerID.  

Keepalive  OPTIONS  OPTIONS package needs to be 
answered with [200 OK] from the 
PBX. 



 

 
 
 

Register 3cx SIP Trunk 
Navigate in the 3CX web interface to SIP Trunks and click on Add SIP Trunk.  
 

 
  



 

 
 

 

 

  



 

 
 
 

 

  



 

 
 
 

 

 

  



 

 
 
 

Outbound rules  

 

 


